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Rivestimenti in pasta bianca EN 14411 (ISO 13006) Annex L Group BIll, Eb > 10%
White body wall tiles. / WeiBscherbiger Wandflfl iesen. / Revetements en pate blanche. / Revestimientos en pasta blanca. / O6nvuoBo4HaA NnTka n3 6€noW rMuHbI.

CARATTERISTICHE TECNICHE

NORME VALORE PRESCRITTO VALORE MEDIO FAP o
TECHNICAL SPECIFICATIONS STANDARDS  VALUES REQUIRED AVERAGE FAP RATING
CARACTERISTIQUES TECHNIQUES

NORMES VALEUR PRESCRIPTE VALEUR MOYENNE FAP
TECHNISCHE EIGENSCHAFTEN

| ! NORMEN  NORMVORGABE DURCHSCHNITTSWERT FAP

CARACTERISTIGASTECNICAS NORMAS  VALORPRESCRITO VALOR MEDIO FAP
TEXHAYECKUE XAPAKTEPUCTHIKY

HOPMbI SAIAHHOE SHAYEHVE CPEIHEE SHAYEHVE FAP

EN 14411 - 150 13006 BIll (GL) Blll

Lunghezza e larghezza

Lenght and width / Dimensions des cotés / Seitenlange / Largo y ancho / +0,5%, max 2 mm +0,3%
[lnHa v wirpuHa
Spessore +10%, max 0,5 mm +5%

Thickness / Epaisseur / Starke / Espesor / TonwuHa

Ortogonalita

DIMENSIONI Wedging / Orthogonalité / Rechtwinkligkeit / Ortogonalidad / OpToroHansHocTb = 0,5%, max 2 mm £0.3%
SIZES Rettilineita degli spigoli Straightness of the edges / Equerrage des angles
g%%"é%',\?“s j Kantengeradheit / Rectilinearidad de las aristas / pAmonuHeitHoCTb yrnos 10105452 0.3%, max 1,5 mm =0.3%
DIMENSIONES s % mm

Planarita
PASMEPH! Flatness / Planéité / Oberflachenqualitdt / Planicidad / MnockocTHOCTL +(? ’35 32’50 =0.3%

Aspetto della superficie % senza difetti nel lotto di prova

Quality of the surface Faultless % within the sample lot / Qualité de la surface
% sans défauts dans le lot d’essai / Oberflachenqualitat % an fehlerfreien >95% >95%
Fliesen im Prufbett / Aspecto de la superficie % sin defectos en el lote de prueba
Bug noepxHocTi % 6e3 6paka B NpobHOA napTm

Assorbimento d’acqua - valore medio %
‘ Water absorption - average value % / Absorption d’eau - valeur moyenne % / 1S010545-3 | > 10% Conforme
——— | | Wasseraufnahme - Durchschnittswert % / Absorcién de agua - valor medio % / ’ Inaccordance
STRUTTURA Bogonornowetue CpeaHee 3Havenme %
STRUCTURE
STRUCTURE Sforzo di rottura Conforme
STRUKTUR Breaking strenght / Force de rupture / Bruchlast / Esfuerzo di ruptura / Ycunue S>600N In accordance
ESTRUCTURA Ha u3nom
CTPYKTYPA = 1S0 10545-4
Resistenza alla flessione
Bending strength / Résistance a la flexion / Biegefestigkeit / R>12 I(r:&gg:dna‘:ce
Resistencia a Ia flexion / MpoyHocTb npu uarube
SBALZI TERMICI
THERMAL SHOCK i i i . i N
ECARTS DE Resistenza agli shalzi termici Metodo di prova disponibile
TEMPERATURE /~ | | Thermal shock resistance / Resistance aux variations thermiques / 1S0 10545-9 Test method available / Méthode d'essai disponible Conforme
TEMPERATURWECHSEL \~ | | Temperaturwecheselbesténdigkeit / Restitencia a las diferencias de temperatura Verfiighare Prifmethode / Método de prueba disponible Inaccordance
CHOQUES TERMICOS / ConpoTuBREHIe TeMnepaTypHbIM nepenagam JlocTynHbIi MeToz venbiTanuts / Pass according 10545-1
TEMMNEPATYPHbIE
MEPEMALBI
: . Metodo di prova disponibile
Resistenza al cavillo ‘ " T
H Crazing resistance / Résistance aux craquetures / HaarriB-Bestandigkeit / 1S0 10545-11 Jzzturgg;?g?,raﬁl]‘;%é en9?\}Igtt)ggoddeesmgi)?ggggﬂbl e ﬁ%';g:égﬁoe
Resistencia al cuarteado / ConpotuBnAemMocTb 06pa3oBaHuio Kpakeniopos [locTyHeiMeTog McnbiTara) Pass acoording 10545
Resistenza ai prodotti chimici di uso domestico e agli additivi per piscina
Resistance to household chemicals and swimming pool salts / Résistance
aux produits chimiques a usage domestique et aux adjuvants pour piscines /
Bestandigkeit gegen Haushaltchemikalien und Badewasserzusatze / Resistencia GB MIN GA
a losproductos quimicos de uso domestico o productos para la piscina /
ConpoTMBIAEMOCTb XMMUYECKIM CPEACTBAM AOMALLHEr0 NPUMEHEHHA 1
SUPERFICIE nobaBkam Ana baccenHa.
SURFACE . P, . Secondo la classificazione indicata dal fabbricante.
Resistenza a basse concentrazioni di acidi ed alcali : PG
(S)gE;éE,ECHE @ Resistance to low concentrations of acids and alkalis / Résistance aux acides 150 10545-13 fgg%{%'g%J%g:ﬁﬁ;gﬁg};g';n'gid'ﬁggeda?yl;ng'ﬂaﬂlﬁmrer
SUPERFICIE et aux alcalis & basse concentration / Bestdndigkeit gegen niedrigkonzentrierte 1 Je nach der angegebenen ngrikapntenbewer(t]ung / GLA
MOBEPXHOCTb Sauren und Laugen /Resitencia a concentracion baja de acidos y dlcali / Segun la clasificacion indicada del fabricante / Cornacto

COHDOTMBJ’IHSMOCTb KUCNOTaM W Lwenoyam HU3KON KOHLEHTpauuu Knaccucaum, yKﬂBaHHOl?I MPOU3BOZMTENEM

Resistenza ad alte concentrazioni di acidi ed alcali

Resistance to high concentrations of acids and alkalis / Résistance aux acides
et aux alcalis & haute concentration / Bestandigkeit gegen hochkonzentrierte
Séduren und Laugen / Resistencia a concentracion alta de acidos y dlcali /
ConpoTMBNAEMOCTb KICTIOTaM 1 LUEN0YaM BbICOKOA KOHLEHTpaLui

Metodo di prova disponibile

Test method available / Méthode d’essai disponible Verfiighare
Prifmethode / Método de prueba disponible / JocTyrHbivi MeTog
VCTIbITaHA

@

HA

Resistenza alle macchie
~ Stain resistance / Résistance aux taches / Basténdigkeit gegen Fleckenbildung / 1S0 10545-14 | Minimum Class 3 5
Resistencia a las manchas / CToitkoCTb K 3arpAaHeHmio

e Valore medio dei test condotti negli ultimi 24 mesi. Average rating of tests conducted during the last 24 months. Durchschnittswert der in den letzten 24 Monaten durchgefiihrten Tests. Valeur moyenne
des essais menés au cours des 24 derniers mois. Valor medio de las pruebas llevadas a cabo en los Ultimos 24 meses. Cpe/fjHee 3Ha4eHe UCTbITAHWNA, NPOBEEHHBIX B TEHEHNE NOCEHNX 24 MecALEB
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Gres Porcellanato - Standard EN 14411 (ISO 13006) Annex G Group Bla, Eb = 0,5%

Porcelain. / Gres cerame. / Feinsteinzeug. / Gres porceldnico. / KepamorpaHuT.

CARATTERISTICHE TECNICHE NORME  VALORE PRESCRITTO FAP - VALORE MEDIOe
TECHNICAL SPECIFICATIONS STAN- VALUES REQUIRED AVERAGE RATING
CARACTERISTIQUES TECHNIQUES DARDS VALEUR PRESCRIPTE VALEUR MOYENNE
TECHNISCHE EIGENSCHAFTEN NORMES ~ NORMVORGABE DURCHSCHNITTSWERT
CARACTERISTICAS TECNICAS NORMEN  VALOR PRESCRITO VALOR MEDIO
TEXHU4ECKME XAPAKTEPUCTVKI NORMAS  3ABAHHOE 3HAYEHUE CPEJHEE 3HAYEHVIE
HOPMbl  EN 14411 - 1SO 13006 Bla (UGL e GL) Bla GL
Lunghezza e larghezza
Lenght and width / Dimensions des cotés / Seitenlénge / +0,6%, max 2 mm +0,3%
Largoy ancho / [lnuHa v wupuHa
DIMENSIONI Spessore
SIZES Thickness / Epaisseur / Starke / Espesor / TonwuHa = 5%, max 0,5 mm =5%
DIMENSIONS @ Ortogonalita IS0
SIRN[I)ESESEI%NES Wedging / Orthogonalité / Rechtwinkligkeit / Ortogonalidad / OpToroHansHocTs 10545-2 | 0,5%, max2mm =03%
PASMEPbI Rettilineita degli spigoli Straightness of the edges / Equerrage des angles /
Kantengeradheit / Rectilinearidad de las aristas / TlpaMONMHeiHOCTb yr0B +0,5%, max1,5mm £0,3%
Planarita
Flatness / Planéité / Oberflachenqualitat / Planicidad / MnockocTHocTh +0,5%, max 2 mm £03%
Assorbimento d’acqua - valore medio %
Water absorption - average value % / Absorption d’eau - valeur moyenne % / 1S0 <0.5% <0.1%
——— | | Wasseraufnahme - Durchschnittswert % / Absorcion de agua - valor medio % / 10545-3 | =7V S5
Boponornowenne CpeaHee 3HaueHue %
Sforzo di rottura
STRUTTURA Breaking strenght / Force de rupture / Bruchlast / Esfuerzo di ruptura / S>1300N $>2000N
STRUCTURE Yeunve Ha nsnom 1S0
STRUCTURE * Resistenza alla flessione 10545-4
EQ%E%RA Bending strength / Résistance a la flexion / Biegefestigkeit / Resistencia R > 35 N/mm? ﬁ‘;l;:;g:;;:ce
CTPYKTYPA a la flexion MpoyHocTb Npy u3rnbe
Azul Gielo IV
Beige Atlantide IV
é PEIl Iﬁ)g 457 Abrasion class and cycled passed Mé)sk:“F;ulpls I
Statuario V
Travertino Romano IV
Coefficiente di dilatazione termica lineare Metodo di prova disponibile / Valore dichiarato / Declared value
< Coefficient of thermal linear expansion / Coefficient de dilatation thermique 1S0 Test method available / Méthode d’essai disponible / <7 MK
SBALZI TERMICI linear /Wérmeausdehnungskoeffizient / Ceoficiente de dilatacion termica linear / 10545-8 | Verfiigbare Priifmethode / Método de prueba disponible / =
THERMAL SHOCK KOSQ)CbMLlVIeHT TENMoBOro NMHENHOro pacluimpenua ﬂOCTyI’]HbII?I METOZ UCTbITaH!A
ECARTS DE Resistenza agli shalzi termici Metodo di prova disponibile
TEMPERATURE Thermal shock resistance / Resistance aux variations thermiques / 1S0 Test method available / Méthode d’essai disponible / Resistente
TEMPERATURWECHSEL Temperaturwecheselbestandigkeit / Restitencia a las diferencias de temperatura/ | 10545-9  Verfiighare Priifmethode / Método de prueba disponible / Resistant
(T:EHlbl)IS.IéJPE\STJFEmgCOS ﬁ* ConpOTYBNIEHMe TeMMepaTypHLIM nepenaaan [I0CTYMHBI/ METOA UCTTbiTaHwA / Pass according 10545-1
MEPEMAbI Resistenza al gelo . - - ;
Resistance to frost / Résistance au gel / Frostbestandigkeit / Resitencia al hielo / :%g 45-12 %%‘6'32%53323?:% Exigée / Gefordert/ Solicitud / E:sggmte
Mopo3oycToitumBocTh
Resistenza ai prodotti chimici di uso domestico e agli additivi per piscina
Resistance to household chemicals and swimming pool salts / Résistance
aux produits chimiques a usage domestique et aux adjuvants pour piscines /
Besténdigkeit gegen Haushaltchemikalien und Badewasserzusatze / Resistencia GB Min. GA
a losproductos quimicos de uso domestico o productos para la piscina /
COI'IpOTVIBJ'IFIeMOCTb XUMUYECKUM CPeACTBaM JOMALLHEro NpUMeHeHnA u ﬂDﬁaBKaM
nna baccenHa.
e Secondo la classificazione indicata dal fabbricant
CHIMICA : U ; econdo la classificazione indicata dal fabbricante.
Resistenza a basse concentrazioni di acidi ed alcali : TR
CHEMICAL RESISTANCE Resistance tolow concentrations of acids and alkis / Résistance aux acides etaux | 0, | RCCOTUing 0 classficaton indicated by the manufacturer
RESISTANCE AUX alcalis a basse concentration / Besténdigkeit gegen niedrigkonzentrierte Sduren und nach der anaegebenen Fabr?kantgnbewertur? /Seatin la GLA
ATTAQUES CHIMIQUES Laugen /Resitencia a concentracion baja de acidos y dlcali / ConpoTusnsemocTb Jasificacio ot gd. da del fabricante / C g/ 5€q
CHEMIKALIENFESTIGKEIT KWCTIOTaN M UENIOHaM HUSKO/i KOHLEHTpaLM clasificacion indicada del fabricante / Cornacko knacoipukau,
RESISTENCIA A LOS YKa3aHHOW NpoussoauTenem.
PRODUCTOS QUIMICOS Resistenza ad alte concentrazioni di acidi ed alcali . A
XAMMECKAR Resistance to high concentrations of acids and alkalis / Résistance aux acides %ﬁiﬁ&ﬁéﬂ‘;ﬂﬁﬁﬁmgae d'essai disnonible Verfiigbare
CTOMKOCTb et aux alcalis a haute concentration / Besténdigkeit gegen hochkonzentrierte Priifmethode / Método de prueba dis oniblep/ Ioc HblﬁgMeTO GHA
Sduren und Laugen / Resistencia a concentracion alta de acidos y dlcali / JCTBTAHR p P Ty A
COﬂpOTVIBJ'IHeMOCTb KucnoTam u wenovam BbICOKOM KOHLeHTpauun
. . Metodo di prova disponibile / Valore dichiarato / Declared value
Resistenza alle macchie ‘ p s '
f p <o R . 1S0 Test method available / Méthode d'essai disponible Verfiighare
~ Stain resistance / Résistance aux taches / Basténdigkeit gegen Fleckenbildung / 10545-14 | Priifmethode / Método de prueba disponible / focrynHblivieron 5

Resistencia a las manchas / CToitkoCTb K 3arpAsHeHunio

uenbiTaHuA

¢ Valore medio dei test condotti negli ultimi 24 mesi. Average rating of tests conducted during the last 24 months. Durchschnittswert der in den letzten 24 Monaten durchgefiihrten Tests. Valeur moyenne
des essais menés au cours des 24 derniers mois. Valor medio de las pruebas llevadas a cabo en los Ultimos 24 meses. Cpe/iHee 3Ha4eHNe UCTbITaHNI, NPOBEAEHHbIX B TEYEHNE NOCNEeHNX 24 MecALEB.
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